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* Working Width: 41"

+ Sanding Heads: (2)
* (1) 10" 75 Shore; Spiral Grooved Rubber Contact Drum
* (1) 6" Spiral Grooved Rubber Combination Head with 3.4" wide
65/45 shore dual layered felt

* Main Spindle Motor: 30HP / 20HP
* Feed Motor: 3HP

» Table Elevation Motor (PLC Touch Screen): .5HP

» Configuration: Rubber Roller - Combination Head

+ Size Of Sanding Belt: 43" x 83"

* Feed Speed: 15~ 60 FPM

» Table Height 37"/ Table Raise 4.75"

 Belt Cleaner: (2) Full Coverage Oscillating Cleaners
* HZ & Voltage: 60HZ / 460V, 3PH, 158 AMP - Roller
* Weight Net/ Gross: 7,717 Ibs. / 8,378 Ibs. : Combi Head

e Dimensions: 87" x 72" x 88" Type:
+ (1) Tool box Roller - Combination Head

» Warranty is one year parts

» All machines are tested stateside prior to shipment providing trouble free start up.

* Any shipping date quoted by Northtech is an estimation based on factory delivery. Northtech cannot guarantee
delivery, nor do we assume any liability for delays or non-shipment arising from any cause. Pictures are for

reference only, design and specifications of all Northtech Products sold are subject to change without notice *
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Machine Features

MOTORS

e 30HP / 20HP motors.

ROLLER DRUM

* 1st 10" roller drum 75 durometer spiral grooved contact drum.

COMBINATION HEAD

* 65 durometer 6" spiral grooved combination head.
* Internally mounted dial indicator for pad adjustment.
» 3.4" wide combination felt , 65/45 shore.
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ADJUSTABLE HEADS

+ Individual head adjustments located at each head control center.
» Combination head fitted with dial indicator for precise positioning
of felt.
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Machine Features

SANDING BELT OSCILLATION CONTROL

 Individual head controls located at the inbound end of the head.
From here, the operator has control over tracking, belt, start/stop,
belt tension, belt release, and head adjustment.

» The sanding belt oscillation is controlled by a dust proof eye.

TOUCH SCREEN CONTROL

» The feed conveyor moves by digital controller through PLC touch
screen.

» Operation control, table elevation, and displays error messages for
quick trouble shooting.

BELT CLEANING DEVICE

» To ensure a clean and smooth grain surface on the abrasive belt,
air is blown while oscillating, to thoroughly clean off any dust. This
greatly increases the belt's life. Automatically activates with conveyor
operation and is adjustable based on work load.

» Standard on all sanding heads.

HIGH QUALITY CONVEYOR BELT

* The machine employs a seamless Italian high quality conveyor belt,
ensuring extremely smooth feeding, minimum wear, and break free
performance under normal usage.
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Machine Features

MOTOR BRAKES

* Head motors are equipped with a disc and dual caliper braking system.
» This quick stopping power prevents machine damage when belt breaks.

WORK LOAD VISUALS

* (2) Amperage meters for quick load reference and (1) voltage meter.

SAFETY INTERLOCKS

» Access doors to heads are equipped with a safety interlock to prevent
operator from accessing during operation.

TRACKING ROLLERS

» Upper rollers are larger than most competitor models at 8" for
less fatigue on belt seam.

* Individual pneumatic operation located at each head control
center.

» Paper assist shoes for easy paper install.
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Machine Features

CONVEYOR BELT POSITION WHEEL

» Superior control of conveyor belt tracking by positioning wheel.

INFEED EMERGENCY STOP BAR

* An Infeed Emergency Stop Bar across the entire belt will quickly
shut down the machine if activated.
» Safety interlock on access door to heads.

QUICK RELEASE LOCKING HANDLE

* Quarter turn release handle to loosen the rollers and pad making
replacing the sanding belt quick and easy.

INVERTER FEED CONTROL

The machine has a high performance Mitsubishi frequency
inverter for controlling the feed speed of the conveyor belt to
maintain continuous and consistent feed speed for a variety of
materials and finishes.
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Machine Features

AUTOMATIC STOP

 Limit switches are fitted at both sides of the sanding belt to
prevent belt run off. The machine will stop automatically if
there is no air supply, no sanding belt mounted, or if the belt
becomes loose. Only the belt release will function in this
situation. The machine will brake immediately if the sanding
belt breaks during operation, providing maximum safety for
operator and machine.

EMERGENCY STOP BUTTON

* Below the PLC touch screen, there is an emergency stop
button for added safety.

CONVEYOR LIFT

» Strong enclosed 4-Jack Lift System for years of smooth
operation.

HOLD DOWN ROLLERS

» All hold down rollers are a 2 part construction; for increased
rigidity and hold down strength.

NIIRTHTECH

Marhime LT
www.NorthtechMachine.com




DUST HOODS

» Dust extraction at top and bottom of each sanding head.

ACCESSORY

» Platen pull out tool included.

AIR SUPPLY

 Air supply at 2 convenient locations.
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HAND WHEEL
¢ Manual raise and lower hand wheel.

BELT TRACKING

» Belt tracking adjustments are accessible while guards in
place.

LEVELERS

* (6) 1-1/4" leveling bolts for easy leveling during set up.

MANUAL AND TOOL BOX

» Tool box including all applicable tools, wrenches, as well as operator
manual are included.
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HYDRAULIC DRIVE CONVEYOR BELT (OPTIONAL)

» The super lightweight drive system is mounted at the end of
the conveyor table, ensuring maximum feed accuracy and
stability.
* An optional hydraulic upgrade load compensations driving
system can automatically adjust to the correct pressure regardless
of the panel weight or plate holding pressure. This system eliminates
belt slipping or chattering while running.
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